ESD polyuretanova kola ESD Polyurethane Wheels

Valivy odpor Rolling Resistance EEN Otéruvzdornost Abrasion Resistance HEEN
Otocny odpor Swivel Resistance | B | Odolnost proti trhéni Tearing Resistance EEEN
Tlumeni Shock Absorbing ) | Setrnost k povrchu  Floor Friendliness EEN
Hlucnost Noise EEN Tvarova stalost Shape Stability EEEN

ESD polyuretanova kola typu 04Gy ESD Polyurethane Wheels Type 04Gy

Material disku polyamid Wheel centre material polyamide
Ulozent kluzné Bearing plain
2 Krytka polyamid Threadguard polyamide
= Materidl béhounu termoplasticky polyuretan Tread material thermoplastic polyurethane
Tvrdost béhounu 96 ShA Tread hardness 96 ShA
Bezestopy béhoun Ano Non marking tread Yes
Typ ovladani rucnf Control type manual
Max. rychlost 3 km/h Max. speed 3 km/h
Pasivni teplotni odolnost od -25°C do 70°C Passive temp. resistance from -25°C to 70°C
El. odpor 100000 Ohm El. Resistance 100000 Ohm
@ I &
mm mm kg
04G065y.290.36 65 7 50

* samostatné neprodejna | not available separately
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ESD Kladky pro otaciva kresla ESD Castors For Swivel Chairs

material pouzdra: polyamid Housing material: Polyamide

konstrukce oto¢ného loZiska: kluzné ulozenf Swivel head construction: Plain bearing

material béhounu: termoplasticky polyuretan 96 ShA, bezestopy béhoun: ano Tread material: Thermoplastic polyurethane 96 ShA, Non-marking tread: yes
material disku: polyamid, ulozeni: kluzné, krytka: polyamid Wheel centre material: Polyamide, Bearing: Plain, Threadguards: Polyamide
ESD provedenti: ano, el. odpor: 100.000 Ohm ESD version: Yes, El. resistance: 100.000 Ohm
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290a04G065yYSC22-36-9004 65 7 53 il 23 36 10x22 50
290a04G065yYSC30-36-9004 65 7 53 69 23 36 10x30 50
290a04G065yYSD22-36-9004 65 7 53 il 23 36 T1x22 50

otocné se samocinnou brzdou kol bez zatizenf | swivel with wheel brake unloaded

290u04G065yYSC22-36-9004 65 7 53 72 23 36 10x22 50
290u04G065yYSC30-36-9004 65 7 53 70 23 36 10x30 50
290u04G065yYSD22-36-9004 65 7 53 72 23 36 T1x22 50
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